[image: image1.wmf]BASIC SYSTEM Specification:
The GUARDLINE SYSTEM RECOGNIZES the following alarms and sends them to three different mobile phones. The state of all sensors can be checked by phone at any time, anyway, almost all sensors check themselves and inform you by phone of any malfunction.

Bilge alarm:


Message: „Waterlevel high on MY Neptune“

At the same time the external strobe light is activated.

Battery alarm:

Message:

„M.Y. Neptune overvoltage: main 27,8V motor 26,3V gen. 15,5V“

„M.Y. Neptune undervoltage: main 23,5V motor 26,3V gen. 13,8V“

„M.Y. Neptune overheat: main 38°C motor 52°C gen. 32°C“

For hot batteries the external strobe light is activated.

Shore power alarm:

Message: „No Shore Power on MY Neptune“

The alarm is triggered after 1h without Shore Power.

Break in:

Message: „Break in on MY Neptune“

At the same time the strobe light and the 110dB Siren is activated. The Alarm is triggered by manipulation of the keypad and the starting of the motor can be blocked.

Free alarm input:


Message: „free programmable“

A normally closed loop is available for your own alarm.

Free programmable alarm:

Message: „free programmable“

A alarm can be programmed by yourself. Details you will find on CD-ROM.

Printer output:



A serial printer (Bonprinter) can be connected on port 2 for printing out all short messages except system-commands. It can be used even printing the weather report or other information. 

The package includes:

GUARDLINE CENTRAL UNIT, I/O Box, 2 bilge sensors, 2 magnet contacts for break in alarm, keypad for break in, Connection cable for battery with temperature sensor, 220V Sensor, strobe light siren 110dB, manual, CD-ROM. 

You find a program manual on the GUARDLINE Basic CD-ROM, but the system can be deliver full programmed too. The program and the telefonnumbers can be changed later from anywhere via short message. 

[image: image2.wmf]
BASIC GPS Specification:

Contains GUARDLINE BASIC plus internal GPS.

The position can be transmitted daily. After break in the position is transmitted hourly. The position, speed and direction can be called up anytime.

Leave sector:


Message: 

„M.Y. Neptune leave the allowed sector in direction 45°“

The allowed sector can be programmed by yourself. Details you will find on CD-ROM.

The positions data are deliver on port 1 in NMEA-format.
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INFORMATION: 
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